WILK PAVING INCI COMMERCIAL, MUNICIPAL & RESIDENTIAL

PO. Box 154 * Center Rutland, Vermont 05736 « Tel: (802) 4385464 * 1-800-639-6270 * Fax: (802) 438-5183

May 22, 2025

Town of Killington
2981 River Road
Killington, VT 05751

Dear Board Members,

Thank you for the opportunity to submit a proposal for your upcoming paving project.
We are a local supplier and installer of hot mix asphalt. As our customer, you can expect high
quality service, materials, and workmanship that meet the following industry standards:

Our hot mix plant is Vermont Agency of Transportation (VAOT) certified.

The facility has a VAOT approved testing laboratory with a NETTCP certified materials
and quality control consultant.

Traffic control personnel are MUTCD certified with retro reflective sign packages.
The aggregates used in the production of our hot mix asphalt are from VAOT approved
sources.

Emulsions and Asphalt Binder for your project are from VAOT certified vendors.

Our paving equipment and emulsion distributor meet current VAOT Standard
Specifications for Construction.

We have a full time Quality Control Manager testing materials and asphalt mixtures
daily.

Workmanship and materials are warrantied for 1 year from date of installation.
VAOT approved mix designs can be provided upon request.

if you have any questions, concerns or would like documentation of any of the above criteria,
please contact me.

Regards,

e

Timothy Rice




RECENT RECLAHVI AND PAVE PROJECTS COMPLETED:

e Town of West Rutland. Reclaimed, graded and paved 1.1 miles of Whipple Hollow Road.
Summer 2023

Sean Barrows: 802-770-9856

o Town of Clarendon. Reclaimed graded and paved approximately 1 mile of Walker Mountain
Road. Summer 2023

Cash Ruane: 802-345-2193

+ Town of Killington: Reclaimed, graded and paved schoolhouse Road and Barrows — Towne Road.
2021

Rick Bowen: 802-342-7409

e Town of Pittsford. Reclaimed graded and paved approximately 1 mile of West Creek Road.
Summer 2020

Chad Eugier: 802-345-6130

PROPOSED SCHEDULE:

e Begin work approximately July 28, 2025, completion by September 1, 2025
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KILLINGTON ROAD PROJECT SHEET

Location: East Mountain Road from the intersections with Route 4 and just past Bear
Road. -

Scope of Work:

o Apply 1.5” of Type IV the full width of the road from the intersection with Route 4
to Just past the Bear Road interesection.

o All Type II and Type IV material can have up to 15% recycled Asphalt.

o The Contractor shall key the new pavement into the existing pavement. The key
shall be at least 2 inches deep and 6 feet wide across the entire width of road.
Longitudinal joints shall be tapered.

o Match existing pavement and grades at each driveway to provide a smooth paved

transition
o The Town reserves the right to add or subtract from this scope at its discretion.

Project Start Timeframe: Completion by September 1, 2025

Unit Price Breakdown:

Item - Unit Unit Price Amoun

Type IV hot mix Tons &3.00 VA 7?5’;__ /Y E 9B O
Type Il hot mix Tons N/ - 7
Reclaim Sq. Yards L — AL
Traffic control LS. oty SCO . CO ey o S0O. o6
Mobitization L. ;OO0 /XS /500, &0
r

Totalcost: &,5%/ 0.6.57 o
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KILLINGTON ROAD PROJECT SHEET

Location: River Road from the intersections with Route 4 and to 2706 River Road.
‘h.____-

Scope of Work:

Reclaim base from the intersection with Route 4 to 2706 River Road. Apply 2.5”
Type 1I base course to the full width of the road.

o Apply 1.5” of Type IV the full width of the road from the intersection with Route 4
to 2706 River Road.

o All Type II and Type [V material can have up to 15% recycled Asphalt.

o The Contractor shall key the new pavement into the existing pavement. The key
shall be at least 2 inches deep and 6 feet wide across the entire width of road.
Longitudinal joints shall be tapered.

o Match existing pavement and grades at each driveway to provide a smooth paved

transition
o The Town reserves the right to add or subtract from this scope at its discretion.

Project Start Timeframe: Completion by September 1, 2025

Unit Price Breakdown:

{tem Unit amoun

Type IV hot mix Tons 79 &5 2875 229,3568.75
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KILLINGTON ROAD PROJECT SHEET

Location: West Hill from the intersections with Route 4 and to The Killington Access
Road. —

Scope of Work:

Reclaim base from the intersection with Route 4 to Killington Access Road. Apply

2.5” Type II base course to the full width of the road.
o Apply 1.5” of Type IV the full width of the road from the intersection with Route 4

to the Killington Access Road.

0 All Type II and Type IV material can have up to 15% recycled Asphalt.

o The Contractor shall key the new pavement into the existing pavement. The key
shall be at least 2 inches deep and 6 feet wide across the entire width of road.

Longitudinal joints shall be tapered.
o Match existing pavement and grades at each driveway to provide a smooth paved

transition
o The Town reserves the right to add or subtract from this scope at its discretion.

Project Start Timeframe: Completion by September 1, 2025

Unit Price Breakdown:
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